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Synthesis and methane cracking activity of
a silicon nitride supported vanadium nitride
nanoparticle composite†
Ihfaf AlShibane,a Justin S. J. Hargreaves,*a Andrew L. Hector,*b William Levasonb and
Andrew McFarlanea
The co-ammonolysis of V(NMe2)4 and Si(NHMe)4 with ammonia in THF and in the presence of
ammonium triﬂate ([NH4][CF3SO3]) leads to the formation of monolithic gels. Pyrolysing these gels pro-
duces mesoporous composite materials containing nanocrystalline VN and amorphous silicon imido-
nitride. Elemental mapping indicated a thorough distribution of VN with no evidence of large cluster
segregation. Whilst not active for ammonia synthesis, the silicon nitride based materials were found to
possess activity for the COx-free production of H2 from methane, which makes them candidates for
applications in which the presence of low levels of CO in H2 feedstreams is detrimental.
Introduction
Gel-derived silicon imidonitrides have been examined by a
number of groups as base catalysts, for example for
Knoevenegal condensations1 and alkene isomerization reac-
tions.2 Silicon nitride is also of interest as a catalyst support
due to the high thermal conductivity relative to the more com-
monly used silicas, and in the α-Si3N4 form is oxidation resist-
ant at typical catalytic process temperatures.3,4 Gel-based
routes to silicon nitrides and imidonitrides utilise solution-
phase reactions of precursor molecules, usually amides, with
cross-linking groups such as ammonia5 or isocyanate.6 These
make polymeric species in solution, and when the polymeric
material immobilises the liquid phase, the latter can be
removed to provide high surface area materials that often
contain basic surface groups.7,8 These reactions provide a
generic sol–gel chemistry that has been used to produce
powders,9–11 films,12 membranes13 and monolithic
aerogels.14,15
A number of metal nitrides have been shown to have useful
catalytic activities.16 Much of this work has focussed on the
similarity of the activities of some metal nitrides to those of
the platinum metals, with surface areas usually maximised by
careful temperature control in reactions between high surface
area metal oxides and ammonia.17 The highly active group 6
nitride catalysts such as Mo2N have been examined extensively,
but group 5 nitrides can exhibit diﬀerent selectivities, which
can also vary between phases.18 VN has been shown to be a
useful catalyst in ammonia decomposition reactions,19–21
amination of ethanol22 and dehydrogenation of propane.23 A
limited number of studies have attempted to modify the pro-
perties of gel-derived silicon nitride materials by incorporating
aluminium,24,25 boron,10 titanium26 or terbium27 into the
silicon imidonitride framework, or by using it post-synthesis
to support palladium nanoparticles.28 Reactions starting with
mixed Si(NHMe)4/metal amide solutions have been used to
obtain amorphous M : SiNx composites in which boron, tita-
nium, zirconium or tantalum is distributed in the silicon
nitride framework.29 Phase segregation occurs when these gels
are fired at very high temperature (1500 °C) to yield silicon
nitride supported metal nitride nanoparticles. These reactions
were carried out with high metal concentrations and are not
suitable to produce supported metal nitride catalysts with
typical metal loadings, of a few %. We showed that similar
reactions with a triflate catalyst could provide controlled in-
corporation of tantalum into gels, but a clear phase segre-
gation occurred during gelation in the equivalent MoN/SiNx
system.30 Here we investigate the role of the triflate catalyst,
produce VN/SiNx composites and demonstrate the catalytic
activity of these composite materials in methane cracking, a
reaction of interest for the production of COx-free hydrogen for
applications sensitive to the presence of low levels of CO, such
as in PEM fuel cells.31
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Results and discussion
Ammonolytic gelation of Si(NHMe)4 can be facilitated by the
presence of a catalytic (∼0.4 mol%) amount of ammonium tri-
flate, and the resulting gels can be fired to produce high
quality silicon nitride/imido nitride materials with mesoporos-
ity.5 Ammonolysis of a 1 : 1 molar ratio of Si(NHMe)4 and
V(NMe2)4 under similar conditions did not result in gelation
with or without the added triflate, instead a dark precipitate
would separate from a turbid solution within a few hours of
allowing the mixtures to warm to ambient temperature.
Removal of solvent in vacuo from these mixtures resulted in
colourless, low volatility, viscous liquid in the trap, which
gelled on exposure to air and was probably the unreacted
silicon amide and/or small oligomers. Löﬀelholz et al. pre-
viously argued that similar ammonolysis rates are needed for
ammonolytic gelation of such mixtures of silicon and metal
amides, and in a limited number of cases achieved homo-
geneous gels (with no catalyst) in cases using amides with well-
matched rates.29 In one of these cases (Si(NHMe)4/Ta(NMe2)5),
we later showed the catalyst to be necessary for gelation when
lower Ta content mixtures were employed.30 However, even with
a 40 : 1 mixture of Si(NHMe)4 : V(NMe2)4 we could not achieve
gelation with the 0.4 mol% catalyst concentration used to
produce gels without metal addition. Increasing the
ammonium triflate concentration stepwise, the addition of
suﬃcient ammonium triflate to match the amount of amide
groups in the V(NMe2)4 precursor was found to result in the
preparation of a homogeneous gel. This suggests that the tri-
flate reacts preferentially with the metal centre, presumably by
the replacement of amide groups on the vanadium with triflate.
The gels used to produce silicon–vanadium nitride compo-
sites in this study were produced from THF solutions contain-
ing a 40 : 1 : 4 ratio of Si(NHMe)4 to V(NMe2)4 to ammonium
triflate. Dry liquid ammonia was added to the stirred solutions
at −78 °C. On allowing the mixtures to warm to ambient temp-
erature (unstirred) gels formed after 15–20 minutes. These
were aged for around 22 hours, after which period the gels
were an even green colour, suggesting a homogeneous distri-
bution of vanadium(IV), and mechanically stable, maintaining
their shape when the tube used to contain them was inverted
(Fig. 1). Drying the gels in vacuo resulted in very light green
xerogel powders of composition SiV0.025C0.41H1.85N1.29, with a
similar thermal decomposition behaviour to that previously
observed for silicon nitride precursor gels (Fig. 1).5
Silicon–vanadium nitride composites were produced by
firing the amide-derived xerogels under dry ammonia. First
they were heated for 2 hours under ammonia to maximise the
removal of carbon-containing alkylamide groups by transamin-
ation, then the temperature was ramped slowly to 600 or
1000 °C and this was maintained for 2 hours before cooling to
obtain the light grey powdered products. X-ray diﬀraction
(XRD) of these materials mainly showed broad amorphous fea-
tures as expected for silicon nitride at these temperatures,5 but
with further broad peaks corresponding to the most intense
expected reflection (the 200) for rocksalt-type VN at 600 °C and
more of the VN reflections at 1000 °C (Fig. 2). Using the
Scherrer equation, these features correspond to crystallite sizes
of around 10 nm.
Infrared spectra (Fig. 2) contained bands at 3365 cm−1
(νNH) and 970 cm
−1 (νSiN), with additional weak features at
2808 cm−1 (νCH) and 1410 cm
−1 (δNH2) consistent with
materials containing mainly the expected silicon nitride but
with some residual amide/imide groups in the sample. The
Fig. 2 Powder XRD pattern from the silicon–vanadium nitride nano-
composites (a) and infrared spectrum of the sample synthesised at
1000 °C (b). The XRD patterns are compared with crystalline VN from
ICSD ﬁle 26949.32
Fig. 1 Photograph of an inverted silicon–vanadium amide gel (a) and
TGA curve of vacuum dried xerogel (b).
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sample produced at 1000 °C was found to have a composition
of SiV0.025C0.009N0.70, although combustion analyses tend to
underestimate the nitrogen contents of these materials due to
the diﬃculty of fully combusting the oxidation resistant
materials. The lack of hydrogen in the analysis suggests the
amide groups seen in the IR to be a minor constituent, prob-
ably at the surface of the material.
Scanning electron microscopy (SEM, ESI: Fig. S1†) showed
the presence of agglomerated particles with average size
around 1 µm. Energy dispersive X-ray (EDX) analysis yielded a
Si : V atomic ratio of 97.2 : 2.8, which is very close to the
100 : 2.5 ratio of the reagents, suggesting that the gel was well
cross-linked with very low levels of volatile species and hence
negligible loss of V or Si upon pyrolysis. The use of larger tri-
flate concentrations compared with the non metal-containing
gels increases the risk of incorporation of triflate-related impu-
rities such as F and S in the fired product, but these were not
found. Transmission electron microscopy (TEM, Fig. 3)
showed the larger particles seen in the SEM to consist of loose
agglomerations with at least two diﬀerent microstructures:
100–200 nm spherical particles and ∼10 nm elongated par-
ticles. This is typical of silicon imidonitride/nitride samples
prepared by the ammonolysis sol–gel route.5 Scanning TEM
elemental mapping by EDX of the higher firing temperature
sample, which is most likely to undergo phase segregation,
shows a thorough distribution of vanadium and nitrogen
across the sample in both particle types. We consider that on
the length scales examined the distribution of transition metal
catalytic active centres (in the form of nanocrystalline VN)
within the catalyst is uniform.
The catalytic behaviour of the silicon–vanadium nitride
nanocomposite produced at 600 °C was examined. The
material was found to be inactive for ammonia synthesis
under our standard testing conditions (which are detailed else-
where33). Only a very limited amount of ammonia (a total of
1.5 mmol g−1 over 12 hours at 400 °C) was produced, which
corresponded to desorption of NHx species and which
declined within the testing period.
In contrast, the material was found to possess activity for
hydrogen production directly from methane. The reaction
profile illustrating the mass normalised hydrogen formation
rate over a period of 14 hours is presented in Fig. 4. Following
an initial period of decay over the first 3–4 hours on stream,
the activity of the material was found to stabilise to a value of
around 180 μmol H2 produced gcatalyst−1 min−1. Whilst this
mass normalised rate does not compare favourably with, for
example, iron oxide systems in the literature (for example, a
peak rate of 1 mmol H2 produced gcatalyst
−1 min−1 under
directly comparable reaction conditions has been reported for
biogenic iron oxide34) one potential advantage is that the
absence of oxide phase in the system results in the absence of
CO production which is particularly deleterious for H2 streams
applied to PEM fuel cells.31 Oﬀ line FTIR analysis taken at
regular intervals throughout the catalyst runs showed the CO
and CO2 levels to be below the limit of detection. CO2 formation,
which can also occur in the presence of oxides, could also be
problematic under these conditions since CO formation could
occur via the reverse water gas-shift reaction, which is particu-
larly thermodynamically favourable at such high reaction temp-
erature. In order to determine the background activity of the
silicon nitride material, directly comparable catalytic reaction
runs were undertaken (ESI: Fig. S2†). This material was also
reasonably active for methane cracking, again without producing
COx. However, there is evidence of an induction period followed
by deactivation leading to a rate of ca. 40 μmol gcatalyst−1 min−1,
which is much lower than that of its vanadium containing
counterpart. This is indicative of the promotional eﬀect of
vanadium upon reaction. A particularly noteworthy aspect of the
vanadium containing composite is the relative stability of H2
production at extended periods upon stream.
Fig. 3 TEM image (top left) and EDX elemental mapping of the silicon–
vanadium nitride nano-composite produced at 1000 °C.
Fig. 4 Variation in mass normalised H2 formation rate of the silicon–
vanadium nitride nano-composite produced at 600 °C, measured using
a 0.055 g sample with 75% CH4/25% N2 at 12 ml min
−1 at 800 °C, initial
ramp rate 50 °C min−1. Similar values were obtained in a repeat run with
the same mass of catalyst.
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Nitrogen adsorption–desorption isotherms of the silicon–
vanadium nitride sample used for the catalysis study were type
IV in shape (ESI: Fig. S3†) indicating mesoporosity.35
Extraction of the BET surface area36 revealed a surface area of
126 m2 g−1 and an average pore radius37 of 10 nm.
Comparison with the TEM images in Fig. 3 shows that this
porosity is largely due to the spaces between particles in the
aggregates. After 14 h on stream the surface area of the post-
catalysis sample (Fig. S4†) had fallen to 18 m2 g−1 and the pore
radius to 6 nm. As anticipated, the production of H2 was
associated with the deposition of carbon upon the materials.
The vanadium-containing sample post catalysis was found to
contain 23 wt% C by combustion analysis in comparison to
ca. 9 wt% deposited on the silicon nitride. The initial decay of
performance evident in the first 3–4 hours on stream in Fig. 4
for the vanadium-containing material is most likely associated
with deleterious carbon deposition, although beyond this
period it is notable that increasing carbon content does not
further adversely aﬀect performance, since steady state activity
is attained. The latter phase of activity might relate to the pres-
ence of coke resistant active sites or activity associated with the
carbon itself. In both the vanadium-containing material and
the silicon nitride, it is interesting to note that the amount of
deposited carbon is significantly less than would be antici-
pated if methane cracking was the only reaction to occur. For
example, in the case of a steady state production of H2 at
180 μmol gcatalyst−1 min−1 over 14 hours, as is broadly represen-
tative of the vanadium containing material, the total amount
of carbon expected to be deposited would correspond to 0.90 g
gcatalyst
−1, equating to 47 wt%. The diﬀerence in carbon
content might arise due to the occurrence of additional hydro-
gen producing reactions such as methane dehydroaromatisa-
tion and dehydrogenative coupling to form C2 hydrocarbons.
38
The latter would not be obvious in the IR data that we used to
monitor for CO.
TGA conducted under air (ESI: Fig. S5 and S6†) shows the
weight loss associated with the removal of carbon to be consist-
ent with the CHN analyses of post-reaction materials. The first
derivative profiles show two mass loss features centred at
around 500 and 650 °C in the case of the vanadium based
system, suggesting two forms of carbon. This is in contrast with
the single mass loss feature centred around 700 °C observed in
the case of post-reaction silicon nitride. However caution must
be exercised in this respect, as it could be possible that the pres-
ence of vanadium catalyses the oxidation of a proportion of the
carbon deposited causing its loss at lower temperature. Raman
spectroscopic analyses of both post-reaction samples (Fig. 5)
provide evidence of both disordered and graphitic bands.
Conclusions
Vanadium incorporation into silicon nitride using ammonoly-
tic gels produced from silicon methylamide was found to
require high triflate catalyst levels, suggesting that triflate
reacts preferentially with the metal centre. Nonetheless homo-
geneous gels were produced and these could be fired to yield
nanocomposites with well distributed vanadium. Silicon
nitride based materials are worthy of further attention as cata-
lysts for the production of hydrogen from methane since,
although their activity is lower than that of some other
systems, the absence of oxygen containing phases results in
eﬄuent streams which are free from the presence of CO, a
notable downstream poison for some applications.
Experimental
Most synthetic manipulations were carried out using Schlenk
or glove box methods due to the high moisture sensitivity of
the amides and gel intermediates. Tetrakis(methylamino)
silane (Si(NHMe)4) was prepared as described elsewhere.
14 For
gel preparations ammonia gas was dried over Na and directly
condensed into the reaction mixture, or for pyrolysis pro-
cedures it was dried by passing it through a dried molecular
sieve column.
V(NMe2)4 was obtained by reacting VCl4 with LiNMe2.
LiNMe2 (11.2 g, 0.22 mol, obtained from 1.6 mol dm
−3 nBuLi
in hexanes and methylamine, Aldrich) was suspended in dry
Et2O (150 cm
3, distilled from sodium/benzophenone) and
cooled to 0 °C. A solution of VCl4 (5 cm
3, 0.05 mol, Aldrich) in
dry benzene (50 cm3, distilled from sodium) was added drop
wise over 25 min with stirring. The mixture was refluxed for
1 h and when cool was filtered through a ceramic frit to obtain
a dark green filtrate. Solvent removal in vacuo yielded a dark
oily solid, which was sublimed in vacuo at 60–80 °C to yield
dark green crystals. Yield 5.6 g, 52%. Combustion analysis:
41.4% C, 9.7% H, 24.3% N (Theory for V(NMe2)4: 42.3% C,
10.7% H, 24.7% N).
To produce silicon/vanadium amide gels, V(NMe2)4
(0.020 g, 8.8 × 10−5 mol), Si(NHMe)4 (0.49 g, 3.3 × 10
−3 mol)
Fig. 5 Post-catalysis Raman spectra of the silicon–vanadium nitride
nano-composite (top) and the silicon nitride (bottom), both produced at
600 °C. The disordered (D) and graphitic (G) bands are labelled.
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and [NH4][CF3SO3] (0.060 g, 3.6 × 10
−4 mol) were transferred to
a glass pressure tube with a sidearm (described previously5)
for measurement of a small volume of liquid ammonia. Dry
THF (6 cm3, distilled from sodium/benzophenone) was added
under N2 atmosphere and the solution was stirred for 1 h at
room temperature. 0.5 cm3 of dry liquid NH3 was allowed to
distil into the stirred solution of the amides at −78 °C and
stirring was continued for 6 hours. The stirring was stopped
and the mixture was removed from the dry ice bath and
allowed to warm to room temperature. Gelation occurred over
15–20 minutes and the gel was aged for a further 22 hours
before solvent removal in vacuo to obtain a very light green
xerogel powder, yield ∼0.28 g. Combustion analysis: 8.95% C,
3.45% H and 33.25% N. Note: a safety screen should be employed
when using condensed ammonia in glass apparatus.
Pyrolysis of the xerogel used alumina combustion boats and
a quartz furnace tube fitted with an arrangement of taps to
allow flushing of the lines with dry ammonia for ∼20 minutes
before exposing the sample to the ammonia gas. The xerogel
was then heated at 200 °C for 2 h followed by ramping at 2 °C
min−1 to 600 or 1000 °C, maintaining the temperature for 2 h,
and then cooling to room temperature at 5 °C min−1. Ceramic
yields were ∼60%. Combustion analysis: 0.3% C, <0.1% H,
24.8% N.
Catalytic testing to determine methane cracking activity fol-
lowed a procedure described previously.39 0.2 g of silicon
nitride or 0.55 g of the vanadium–silicon nitride composite
was tested, the diﬀerence in mass reflecting the diﬀerence in
density of the materials. The powders were positioned between
silica wool plugs in a quartz microreactor tube held centrally
in a furnace. 12 mL min−1 of pre-mixed CH4 : N2 (75 : 25, BOC
99.98%) were flowed over the sample with product analysis
being conducted by gas chromatography (Hewlett Packard
5890) using a TCD with Ar reference gas for H2 quantification
following separation employing a 12′ long 1/8″ OD Molseive
13X packed column. Additionally, the eﬄuent was analysed
periodically for COx content throughout all reaction runs by
oﬀ-line FTIR analyses employing a gas-phase FTIR cell.
Analysis was undertaken using a Jasco 4100 FTIR spectrometer
operating in the 400–4000 cm−1 spectral range at a resolution
of 4 cm−1 for 64 scans per sample. Quantification of H2
formation rates took into account molar expansion eﬀects by
reference to the N2 component of the feed as internal
standard.
Powder XRD patterns were collected in Bragg–Brentano geo-
metry with a Bruker D2 using Cu-Kα radiation. TGA of the
xerogel was carried out under 50 ml min−1 of Ar and at the
heating rate of 10 °C min−1 using a Mettler-Toledo TGA 851e
inside a glove box, and combustion analysis was outsourced to
Medac Ltd. Post-catalytic reaction TGA analysis was performed
with a temperature ramp rate of 10 °C min−1 under flowing air
in a TA Instruments Q500 instrument, and combustion ana-
lysis was undertaken by combustion using an Exeter Analytical
CE-440 elemental analyser. Infrared spectra of solid samples
were recorded as CsI pellets using a PerkinElmer Spectrum
100. SEM of gold-coated samples used a Philips XL30 ESEM
with a ThermoFisher Ultradry EDX detector. TEM of samples
dispersed into toluene and dropped on carbon grids was
carried out with a FEI Technai 12 microscope. Raman spectro-
scopic analysis was conducted using a LabRAM HR system
(Horiba Jobin Yvon) with a Ventus 532 laser system operating
100 mW and 532 nm. Surface areas were determined by apply-
ing the Brunauer–Emmett–Teller (BET) method to nitrogen
physisorption isotherms collected on a Micromeritics Gemini
III 2375 surface area analyser. Prior to analysis of the surface
area, roughly 0.05 g of the material was degassed at 110 °C
overnight to remove any adsorbed moisture.
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